
Model VP-2000WED

Printing Method Thermal Transfer Dot Matrix

Printing Density 12 dots/mm (300dpi)

Printing Speed 70 to 150 mm/second

Printing Width Max. 64 mm

Printing Length Max. 250 mm

Number of Print Head 2 (1 on face & 1 on back)

Interface USB2.0, Centronics, RS-232C, Optional: LAN

Applicable Barcodes Linear Barcodes   JAN(13/8), EAN, UPC/A, UPC/E, 2of5(Industrial), NW7, CODE39, CODE93, CODE128

2D Barcodes    PDF417, QR-code   

Printable Tag Width 15 to 70 mm

Printable Tag Length 30 to 250 mm

Overall Size 365mm (W) × 365mm (D) × 435mm (H)

Weight 32 kg

Power Source AC100/220V 50/60Hz

Power Consumption Under 400VA

Accessories Operation Manual, AC Cord

Care Label Printer
VEGA  2000W Type ED

For woven tapes & 
rolled paper labels

Simultaneous Two Color Printing: 
1 Colors on Face & 
1 Color on Back.

TECHNICAL SPECIFICATIONS

Ultrasonic Cutter

UC-50
Non-fray Cutting

This is an optional equipment for 
Vega2000W and Vega3000.
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